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EOG Resources, Inc.

P.O. 1910
Vernal, UT 84078

April 8, 2003

Utah Division of Oil, Gas, & Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, UT 84114-5801

RE: APPLICATION FOR PERMIT TO DRILL
CHAPITA WELLS UNIT 811-25
NW/SE,SEC. 25, T9S, R22E
UINTAH COUNTY, UTAH
LEASE NO.: U-0285A
FEDERAL LANDS

Enclosed please find a copy of the Application for Permit to Drill and associated
attachmentsfor the referenced well.

Please address further communicationregarding this matter (including approval) to:
Ed Trotter
P.O. Box 1910
Vernal, UT 84078
Phone: (435)789-4120
Fax: (435)789-1420

Ed Trotter
Agent
EOG Resources, Inc.

Attachments

RECEIVED
APR14 2W3
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form 3160-3 FORM APPROVED
(July 1992) UNITED STATES QMB NO. 1004-0136

DEPARTMENT OF THE INTERIOR 5. Lease desipaden ad serialnumberÛ$ BUREAUOF LAND MANAGEMENT U-0285&
APPLICATIONFOR PERAIIT TO DRILL OR DEEPEN 6. If Indian, Allottee or Tribe name

la. TYPE OFWORK
DRILL O DEEPEN O 7. UnitAgreement Name

b. TYPE OF WELL CHAPITA WELLSUNIT
Oil Gas Single Multiple 8. Farm or lease name,well no.
weli O O

Other Zone Zone
O ÇHAPITAWELLS UNIT 811-25

2. Name of Operator 9. API WelIþo.
EOG RESOURCES, INC. *($'ÑŸ-NO

3. Address and Telephone Number 10. Field and pool, or wildcat
P.O. BOX 1910, VERNAL, UT 84078 (435)789-4120 MANCOS "B"

4. Location of Well (Reportlocationclearlyand in accordancewithany State requirements.) Il. Sec., T., R., M., or BLK.
At surface 4145t?'( / d. 005) and surveyor area

1974' FSL & 1929' FELCntfag NWISE gyr g SEC. 25, T9S, R22E
At proposed prg. Zppê

14. Distance in milesand direction fromnearest town or post office 12. Countyor parish 13. State
20.14 MILESSOUTHEASTOF QURAY, UTAH UINTAH | UTAH

15. Distance from proposed 16. No. of acresin lease 17. No. of acresassigned to this weH
iocation to ne.rest 1929' 1800property or lease line, ft.

(Also to nearest drig. Unit line. if anv)
18. Distance from proposed location 19. Proposed depth 20. Rotary or cabletools

to nearest well, drilling, completed 10,710' ROTARYor appijf4 for,on thinlease ft.
21. Elevations (showwhether DF, RT, GR, etc.) 22. Approx. datework will start

5130.8 FEET GRADED GROUND | UPON APPROVAL
3 PROPO,¶šp cASINGAN CEi ãENTING PjtOGR AM

SIZE OF HOLE GRADE. SIZE OF CASING WEIGHTPERFOOT SETTINGDEPTH OUANTITYOF CEMENT
11" 8 5/8" 24# 200' - 220' 100-150 SX CLASS"G" + 2%

or 12 ¼" 9 5/8" 32.30# 200 - 220' CaCl2 + ¼ #/SX CELLOFLAKE.
7 7/8" 4 ½" 10.50# 10,710' 50/50 POXMIX + 2% GEL + 10%

SALT TO 400' ABOVEALL ZONES
SEE ATTACHMENTS FOR: OF INTEREST (+10%EXCESS).

LIGHT CEMENT (11PPG±) +
8 POINT PLAN LCMTO 200' ABOVEOIL SHALE
BOP SCHEMATIC OR FRESH WATERINTERVALS
SURFACE USE AND OPERATING PLAN (+5% EXCESS).
LOCATION PLAT
LOCATION LAYOUT
TOPOGRAPHIC MAPS "A", "B", AND "C" EOG RESOURCES, INC. WILL BE THE DESIGNATED
GAS SALES PIPELINE--MAP "D" OPERATOR OF THESUBJECTWELL R

BOND #NM 2308 RECE I
Pc: UTAH DIVISION OF OIL, GAS, AND MINING AÑ 14
IN ABOVESPACE DESC E PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zono Ñ'p ' rdu Ve no. If
oroonsalis to d or dee directionallv. sive pertinent dataon subsurfacelocationsand rneasured andtrueverticaldepths. GDiveblowant preventer prograrn. if anv.

(This space for Federal or State officeuse)

PERMIT NO.
^

- Û RÖVALDATE
Application approvaldoesnotwarrant or i the ap equitabletide to those rights in the subject lease which would entitlethe applicanttoconductoperationsthereon.
CONDITIONS APPR IF

APPROVED BY TUÆ BRADLEYG.HILI. DATE' smoommm.acmmarm



EOG RESOURCES, INC.
T9S, R22E, S.L.B.&M. weillocation, owu4811-25, located as

shown in the NW 1/4 SE 1/4 of Section 25,
T9S, R22E, S.L.B.&M. Uintoh County, Utoh.

SS9'42'W - 40.02 (G.LO.) SB9°57'W
- 40.01 (G.LO.)

BASIS OF ELEVATION

BENCHMARK JEK6 IN THE SOUTHWEST 1/4 OF SECEON
25, T9S, R22E, S.LB.&M. TAKEN FROM THE RED WASH SW
QUADRANGLE,UTAH, UlNTAH COUNTY, 7.5 MINUTEQUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY.
SAlO ELEVA ON IS MARKEDAS BEING 5150 FEET. r

No oz z

1977 &ow Ap,

CM/ /£71-25
Dev. Ungraded Ground = 51JS' 1929' SC A LE

CERTIFICATE
THISIS TO CERTIFY THAT THEABOVE P FROM
FIELDNOTESOF ACTUALSURVEYS MY---

---- SUPERVISIONAND THATTHE SAME. THE
BESTOF MY KNOWl£DGEANDBE

MAEI &GINEERING & G
86 SOUf11 200 RAST - VßREL, UTAN 84078NS9'52'W - 39.65 (G.LO.) NB942'W - 40.21 (G.LO.) 1977 om op,

d7' I y, staar (801) 789-1017
PartLEGEND: SCAI.E DATE SURVEYED: DATEDRM

. 1" = 1000' 11-14-01 11-30-01LATITUDE = 40 00'19= 90 SYMBOL PARTY REFERENCESLONGITUDE= 109°23'07"
D.A. J.A C.G G.L.O. PLAT= PROPOSED WELL HEAD.

WEATHER FIL£A = SECTION CORNERS LOCATED. (Brass Cops) COOL EOG RESOURCES,
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EIGHT POINT PLAN

CHAPITA WELLS UNIT 811-25
NWISE, SEC. 25, T98, R22E, S.L.B.&M.

UINTAH COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, A WATER ZONES:

FORMATION DEPTH (KB)
WASATCH 4600
ISLAND 7040
KMV PRICE RIVER 7220
KMV PRICE RIVERMIDDLE 7802
KMV PRICE RIVER LOWER 8550
BIT TRIP SEGO 8942
SEGO 9002
KMV CASTLEGATE 9175
BASE CASTLEGATE SS 9397
BIT TRIP BLACKHAWK SHALE 9400
KMV BLACK HAWK 9670
MANCOS 10,220
MANCOS "B" 10,410

EST. TD: 10,710 Anticipated BHP 4600 PSI

3. PRESSURE CONTROL EQUIPMENT: BOP Schematic Diagram attached.

4. CASING PROGRAM:
MINIMUM SAFETY FACTOR

HOLE SIZE INTERVAL LENGTH §lig WEIGHT GRADE THREAD COLLAPSE BURSTTENSILE
17 1/2" O' -120'+/- GL 120'+/- 13 3/8" 48.0 # H-40 ST&C 770 PSI 1730 PSI 322,000#
12 ¼" 0' -2800'+/- KB 2800' +/- 9 5/8" 36.0 # J-55 ST&C 2020 PSI 3520 PSI 394,000#
7 7/8" O' - 10,710'+/- KB 10,710' +/- 4 ½" 11.6 # N-80 LT&C 6350 PSI 7780 PSI 223,000#

If conductor drivepipe is used, it will be left in place if its total length is less than20 feet below the surface. If the total
length of the drivepipe is equal to or greater than20 feet, it will be pulled prior to cementingsurfacecasing, or it will be
cemented in place. The minimum diameter of the conductor drive pipe will be 13 3/8".

All casing will be new or inspected.

8 point plan-BOG



0 0EIGHT POINT PLAN

CHAPITA WELLS UNIT 811-25
NWISE, SEC. 25, T9S, R22E, S.LB.&M.

UINTAH COUNTY, UTAH

5. MUD PROGRAM

Depth Mud WL
INTERVAL Weight Vis (cc) MUD TYPE
From To

0' - 120' N/A N/A N/A Air
120' - 2800' N/A N/A N/A Air/Mist or Aerated Water

2800' - TD As Needed As Needed <8 Aerated 4% KCL water, salt gel

NOTE: Add 400 sx KCL to system over 24 hourperiod after reaching 4000'. Maintain 4% system to TD.
(Convert to salt gel mud systemas hole conditions dictate.)

Lost circulation probable from 1500' to 3000'+/-.
Sufficient mud inventory will be maintainedon location duringdrilling to handleanyadverse conditions that
may arise.

6. VARIANCEREQUESTS:

A. EOG Resources, Inc. requests a variance to regulations requiring a straight run blooie line (Where
possible, a straight run blooie line will be used).

B. EOG Resources, Inc. requests a variance to regulationsrequiring an automatic ignitor or
continuous pilot lighton the blooie line. (Not required on aerated water system).

B. EOG Resources, Inc. requests a variance to regulations requiring the blooie line to be 100' in length.
To reduce location excavation, the blooie line will be 75' in length.

7. EVALUATIONPROGRAM:

Logs: BHC (BOREHOLECOMPENSATED SONIC) T.D. to Surface
SCHLUMBERGERPLATFORM EXPRESS T.D. to Surface Casing

Cores: None Programmed
DST: None Programmed

Completion: To be submittedat a later date.
Note: If hole conditions prevent the running of open hole logs, a cased hole Dipole Sonic/Neutron/Gr

will be run in lieu of open hole logs.

I

8 point plan-EOG 2



0 0
EIGHT POINT PLAN

CHAPITA WELLS UNIT 811-25
NWISE, SEC.25, T9S, R22E, S.L.B.&M.

UINTAH COUNTY, UTAH

8. ABNORMAL CONDITIONS:
None

9. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. Kelly Cock
C. Stabbing Valve
D. Visual Mud Monitoring

10. HAZARDOUS CHEMICALS:

No chemicals subjectto reporting under SARA title III in an amountequal to or greater than 10,000 pounds
will be used, produced, stored,transported, or disposed of annually in associationwith the drilling of this well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning quantities,
will be used, produced, stored,transported,or disposed of in association with the drilling of this well.

(Attachment: BOP Schematic Diagram)

8 point plan-BOG
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CONDITIONS OF APPROVAL

FOR THE SURFACE USE PROGRAM OF THE
APPLICATION FOR PERMIT TO DRILL

Company/Operator: EOG Resources, Inc.
Well Name & Number: Chapita Wells Unit 811-25
Lease Number: U-0285A
Location: 1974' FSL& 1929' FEL, NWISE, Sec.25,

T98, R22E,S.L.B.&M., Uintah County, Utah
Surface Ownership: Federal

NOTIFICATION REQUIREMENTS

Location Construction - forty-eight (48) hoursprior to construction
of locationand access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice: - at least twenty-four (24) hours prior to
spudding the well.

Casing String and
Cementing - twenty-four(24)hours prior to running

casingand cementing all casing strings.

BOP and related
Equipment Tests - twenty-four (24) hours prior to rutming

casing and tests.

First Production
Notice - within five (5) business days afternew

Well begins or production resumes after
Well has been off production for more
than ninety (90) days.

For more specific details on notification requirements, please check the Conditions of
Approval forNotice to Drill and Surface Use Program.

CWU81b25
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THIRTEEN POINT SURFACE USE PROGRAM

l. EXISTING ROADS

A. See attached Wellsite Plats showing directional reference stakes on location,
and attached TOPO Map "B" showingaccess to location from existing roads.

B. The proposed well site is located approximately 20.14 miles southeast of
Ouray, Utah - See attached TOPO Map "A".

C. Refer to attached Topographic Map "A" showinglabeled access route to
location.

D. Existing roads will be maintained and repaired as necessary. No off lease
Right-of-Way will be required.

2. PLANNED ACCESS ROAD

A. The accessroad will be approximately 200 feet in length. See attachedTOPO
Map "B".

B. The access road has a 30 foot ROW w/ 18 foot running surface.
C. Maximum grade on access road will be 8%.
D. No turnouts will be required.
E. Road drainage crossings shall be of the typicaldry creek drainage crossing

type.
F. No culverts, bridges, or major cutsand fills will be required.
G. The accessroad will be dirt surface.
H. No gates, cattleguards, or fences will be requiredor encountered.

New or reconstructed roads will be centerlined - flagged at time of location
staking.

The road shall be upgraded to meet the standards of the anticipated trafficflow
and all-weather road requirements. Upgrading shall include ditching, drainage, graveling,
crowning, and capping the roadbed as necessaryto provide a well-constructed safe road.
Prior to upgrading, the road shallbe cleared of any snow cover andallowed to dry
completely. Traveling off the 30 foot Right-of-Way will not be allowed.

Road drainagecrossingsshallbe of the typical dry creek drainage crossing type.
Crossings shallbe designed so they will not cause siltation or accumulation of debris in
the drainage crossings nor shall the drainages be blocked by the roadbed. Erosion of
drainage ditchesby run off water shallbe prevented by diverting wateroff at frequent
intervals by meansof cutouts. Upgrading shall not be allowed during muddyconditions.
Should mud holes develop, they shallbe filled in and detours aroundthemavoided.

As operator, EOG Resources, Inc. shall be responsible for all maintenanceon
cattleguards,or gates associated with this oil and/or gas operation.

CWU811-25
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3. LOCATION OF EXISTING WELLS WITHIN A ONE MILE RADIUS OF

PROPOSED WELL LOCATION

A. Abandoned wells -
4*

B. Producing wells -
21*

C. Shut in wells -
1*

(*See attached TOPO map "C" for location)

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

A. ON WELL PAD

1. Production facilities will be set on location if the well is successfully
completed for production. Facilities will consist of wellheadvalves,
combo separator-dehy unit with meter, 300 Bbl vertical or 200 Bbl low
profile, condensate tank, and attaching piping.

2. Gas gathering lines - A 3" gathering line will be buried from dehy to
the edge of the location.

B. OFF WELL PAD

1. Proposed location of attendant off pad flowlines shall be flagged prior
to archaeological clearance.

2. A 3" OD steelabove ground natural gas pipeline will be laid
approximately 250' from proposed locationto a point in the SW/NE of
Section 25, T98, R22E, where it will tie into QuestarPipeline Co.'s
existingline. Proposedpipeline crossesFederal landswithin the
Chapita WellsUnit, thusa Right-of -Way grant willnot be required.

3. Proposed pipeline will be a 3" OD steel,welded line laid on the
surface.

4. Protective measures and devices for livestock and wildlife will be
taken and/or installed whererequired.

If storage facilities/tank batteries are constructed on this lease, the
facility/battery or the well pad shall be surrounded by a containment dike
of sufficient capacity to contain, at a minimum, the entirecontents of the
largest tank within thefacility/battery.

The productionfacilities will be placed on the Southwest side of the
location.

All permanent (on site for six months or longer) structures constructed or
installed (including pumping units) will be painted a flat, non-reflective,
earthtonecolor to match one of thestandardenvironmentalcolors,as
determined by the Rocky Mountain Five State Interagency Committee.

cWU 811-25
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All facilities will be painted within 6 months of installation. Facilities
required to comply with O.S.H.A. (Occupational Safety and Health Act)
will be excluded.

The required paint color is Carlsbad Canyon.

If at any time the facilities located on public land and authorized by the
terms of the lease are no longer included in the lease (due to a contraction
in the unit or other lease or unit boundary change), BLM will process a
changein authorization to the appropriatestatute. The authorization will
be subject to appropriate rental or other financial obligation as determined
by the authorized officer.

5. LOCATION & TYPE OF WATER SUPPLY

A. Water supply will be from Ouray Municipal Water Plant at Ouray, Utah,
and/or Target Trucking Inc.'s water sourcein the SWISW, Sec. 35, T9S,
R22E, Uintah County, Utah (State Water Right #49-1501). Produced water
from the Chapita Wells and Stagecoach Units will also be used.

B. Water will be hauled by a licensed trucking company.
C. No water well will be drilled on lease.

6. SOURCE OF CONSTRUCTION MATERIAL

A. All constructionmaterial for this location and access road will be of native
borrow and soilaccumulatedduring the construction of the location.

B. All construction material will come from Federal Land.
C. No mineral materials will be required.

7. METHODS OF HANDLING WASTE DISPOSAL

A. METHODS AND LOCATION
1. Cuttings will be confined in the reserve pit.
2. A portable toilet will be provided for human waste during the drilling

and completion of the well. Disposal will be at the Vernal sewage
disposal plant.

3. Burning will not be allowed. Trash and other wastematerialwill be
contained in a wire mesh cage and disposed of at the Uintah County
Landfill.

4. Produced wastewaterwill be confined to a lined pit or storage tank for
a period not to exceed 90 days after initial production. After the 90
day period, the produced water will be containedin a tank on location
and thendisposed of at one of the following three locations: Natural
Buttes Unit 21-20B SWD, Ace Disposal, or EOGResources, Inc.

CWU811.25
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drilling operations (Chapita Wells Unit, Natural Buttes Unit &
Stagecoach Unit).

5. All chemicals will be disposed of at an authorized disposal site. Drip
pansand absorbent pads will be used on the drilling rig to avoid
leakage of oil to the pit.

B. Water from drilling fluids and recovered during testing operations will be
disposed of by either evaporating in the reserve pit or be removed and
disposed of at an authorized disposal site. Introduction of well bore
hydrocarbons to the reserve pit will be avoided by flaring them off in the flare
pit at the time of recovery.

On BLM administered land:
The reserve pit will be constructed so as not to leak, break, or allow discharge.
If the reserve pit requires padding prior to lining (due to rocky conditions) felt
padding will be used.

If the reserve pit is rocky, a felt liner will be installed.

8. ANCILLARYFACILITIES
A. No airstrips or campsare planned for this well.

9. WELLSITE LAYOUT
A. Refer to attachedwell site plat for related topography cutsand fills and

crosssections.
B. Refer to attached well site plat for rig layout and soil material stockpile

location as approvedon On-site.
C. Refer to attached well site plat for rig orientation,parking areas, and

access road.
D. The approved seed mixture for this location is:

4 pounds Shad Scale per acre
1pound Black Sage per acre
5 pounds Shad Scale per acre
6 pounds Indian Rice Grass per acre.

The reserve pit will be located on the East side of the location. The flare
pit will be located downwindof the prevailing wind direction on the East
sideof the location, a minimum of 100 feet from the well head and30 feet
from the reserve pit fence.
The stockpiledpit topsoilwill be storedseparatefromthe location topsoil
betweenCorners B and 5. The stockpiled location topsoil will be stored
between Corners 6 and 8. Upon completion of construction, the stockpiled
topsoil from the location will be broadcast seededwith the approvedseed
mixture for this locationandthenwalked down with a cat.

CWU8ll.25
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Access to the well pad will be from the Northeast.

Corners #2, #6, & #8 will be rounded off to minimize excavation.

FENCING REQUIREMENTS:

All pits will be fenced according to the following minimum standards:

A. Thirty-nine inch net wire shall be used with at least one strand of barbed wire
on top of the net wire. (Barbed wire is not necessary if pipe or some type of
reinforcement rod is attachedto the top of the entire fence).

B. The net wire shall be no more than 2 inches abovethe ground. The barbed
wire strand shallbe 3 inches abovethe net wire. Total height of the fence
shall be at least42 inches.

C. Corner posts shall be cemented and/or braced in sucha manner as to keep the
fence tight at all times.

D. Standard steel, wood, or pipe posts shallbe used between the corner braces.
Maximum distance between any two posts shall be no greater than 16 feet.

E. All wire shall be stretched by using a stretching devicebefore it is attached to
the corner posts.

The reserve pit fencing will be on the three sides during drilling operations and on
the fourth sidewhen the rig moves off the location. Pits will be fenced and
maintained until clean-up.

Each existing fenceto be crossedby the access roadshallbe bracedandtied off
before cutting so as to prevent slacking of the wire. The opening shall be closed
temporarily as necessaryduring construction to prevent the escape of livestock,
and, upon completionof construction, the fence shall be repaired to BLM or SMA
specifications. A cattleguardwith an adjacent 16 foot gate shall be installed in
any fence wherea road is to be regularly traveled. If the well is a producer, the
cattleguards(shall/shall not) be permanently mounted on concrete bases. Prior to
crossing anyfencelocated on Federal land, or any fence between Federal land and
private land, the operator will contact the BLM, who will in turn contact the
grazing permittee or owner of said fence and offer him/her the opportunity to be
present when the fence is cut in order to satisfy himself/herself that the fence is
adequately bracedand tied off.

10. PLANS FOR RESTORATION OF SURFACE

A. PRODUCING LOCATION
Immediatelyupon well completion, the location and surrounding area will be
cleared of all unused tubing, equipment, debris, materials, trash, and junk not
required for production.

cwv811-25
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Immediately upon well completion, any hydrocarbons on the pit shall be
removed in accordance with CFR 3162.7-1.
If a plastic nylon reinforced liner is used, it shall be torn and perforated before
backfilling of the reserve pit.

The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours.
The stockpiled pit topsoil will then be spread over the pit area and broadcast
seeded with the prescribed seed mixture for this location. The seeded area will
then be walked down with a cat.

B. DRY HOLE/ABANDONED LOCATION

At such time as the well is plugged and abandoned, the operator will submita
subsequent report of abandonment and the BLMwill attach the appropriate
surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP
Access road: Federal
Location: Federal

12. OTHER INFORMATION
A. EOGResources, Inc. will inform all persons in the areawho are associated

with this project that they are subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If
historic or archaeological materials are uncovered during construction, the
operator will immediately stop work that might further disturb such
materials, and contact the AO. Within five working days the AO will
inform the operator as to:
-whether the materials appear eligible for the National Register of Historic
Places;

-the mitigation measures the operator will likely have to undertake before
the site can be used.

-a time frame for the AO to complete an expedited review under 36 CFR
800.11 to confirm, through the State Historic Preservation Officer, that the
findings of the AO are correct and that mitigation is appropriate.

If the operator wished, at any time, to relocate activities to avoid the
expense of mitigationand/or the delays associated with this process, the
AO will assume responsibility for whatever recordation and stabilization
of the exposed materials that may be required. Otherwise, the operator
will be responsible for mitigation costs. The AO will provide technical
and procedural guidelines for the conduct of mitigation. Upon verification

CWu 811-25
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from the AO that required mitigation has been completed, the operator will
then be allowed to resume construction.

B. As operator, EOG Resources, Inc. will control noxious weeds
along Right-of-Ways for roads, pipelines, well sites, or other applicable
facilities. A list of noxious weeds will be obtainedfrom the BLM, or the
appropriate County Extension Office. On BLM administered land, a
Pesticide Use proposal shall be submitted, and given approval, prior to the
applicationof herbicides or other pesticides or possible hazardous
chemicals.

C. Drilling rigs and/or equipment used during drilling operations on this well
site will not be stacked or stored on BLM lands after the conclusion of
drilling operations or at any other time without BLM authorization.
However, if BLM authorizationis obtained, it is only a temporary measure
to allowtime to make arrangements for permanent storage on commercial
facilities. (The BLMdoes not seek to compete with private industry.
There are commercial facilities available for stacking and storing drilling
rigs.)

Additional Surface Stipulations
None

LESSEE'S OR OPERATOR'S REPRESENTATIVE AND CERTIFICATION

PERMITTING AGENT DRILLING OPERATIONS
Ed Trotter Donald Presenkowski
P.O. Box 1910 EOG Resources, Inc.
Vernal, UT 84078 P.O. Box 250
Telephone: (435)789-4120 Big Piney, WY 83113
Fax: (435)789-1420 Telephone: (307)276-4865

All lease or unit operationswill be conductedin such a manner that full compliance is
made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approval
plan of operations, and any applicable Notice to Lessees. EOG Resources, Inc. is fully
responsible for the actions of their subcontractors. A copy of these conditionswill be
furnished to the field representative to insure compliance.

A copy of the approved APD and ROW grant, if applicable, shall be on location during
construction of the location and drilling activities.

Certification

I hereby certify that I, or persons under my directsupervision, have inspected the
proposed drillsite and access route; that I am familiar with the conditions that presently

CWU811-25D
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exist; that the statements made in the Plan are, to the best of my knowledge, true and
correct; and that the work associated with the operations proposed herein will be
performed by EOG Resources, Inc. and its contractorsand subcontractors in conformity
with this Plan and the terms and conditions under which it is approved.

Date Agent

CWU Bl1•25



EOG RESOURCES, INC.
CWU #811-25

SECTION 25, T9S, R22E, S.L.B.&M.

PROCEED IN A WESTERLY DIRECTION FROM VERNAL, UTAH ALONG U.S.
HIGHWAY 40 APPROXIMATELY 14.0' MILES TO THE JUNCTION OF STATE
HIGHWAY 88; TURN LEFT AND PROCEED IN A SOUTHERLY DIRECTION
APPROXIMATELY 17.0 MILES TO OURAY, UTAH; PROCEED IN A SOUTHERLY
DIRECTIONAPPROXIMATELY 0.3 MILES ON THE SEEP RIDGE ROAD TO THE
JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE EAST; TURN
LEFT AND PROCEED IN AN EASTERLY DIRECTION APPROXIMATELY 12.3
MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTINGROAD TO THE
SOUTH; TURN RIGHT AND PROCEED IN A SOUTHERLY DIRECTION
APPROXIMATELY 1.7 MILES TO THE JUNCTION OF THIS ROAD AND ANEXISTING ROAD TO THE EAST; TURN LEFT AND PROCEED IN AN EASTERLY,
THEN SOUTHEASTERLY DIRECTION APPROXIMATELY 2.5 MILES TO THE
JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE EAST; TURNLEFT AND PROCEED IN AN EASTERLY, THEN SOUTHEASTERLY DIRECTION
APPROXIMATELY 1.9 MILES TO THE JUNCTION OF THIS ROAD AND ANEXISTING ROAD TO THE SOUTH; TURN RIGHT AND PROCEED IN A
SOUTHERLY, THEN SOUTHWESTERLY, THEN SOUTHEASTERLYDIRECTION
APPROXIMATELY 1.4 MILES TO THE BEGINNING OF THE PROPOSED ACCESSROAD TO THE SOUTH; FOLLOW ROAD FLAGS IN A SOUTHERLYDIRECTION
APPROXIMATELY 200' TO THE PROPOSEDLOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL
LOCATION IS APPROXIMATELY 51.1 MILES.

I



5000 PSIG DIAGRAM
ANNULAR PREVENTOR AND BOTH RAMS ARE 5000 PSIG RATED.

INGFLANGE IS 11" 5000PSIG RATED. ROTATING HEADOPE 11" 5000 PSIG '

PROCEDURE:
. . FLOW LINEBOPE's will be tested with a professionaltesterto conformto OnshoreOrder#2 1 )withretest every 14 days.

2. Blind& Pipe rams will be testedto rated working pressure, 5000 psig. I I3 Annular preventor will be tested to 50% of working pressure, 2500 psig.
4. Casingwill be tested to 0,22 psilft or 2500 psig. Not to exceed 70% of burst

strength,whichever is greater. PREVENTER
5. All linessubjectto well pressure will be pressure-tested to the same pressure as

blind& pipe rams.
6. AllBOPE specifications andconfigurationswill meet OnshoreOrder#2

requirementsfor 5000 psig BOPE specifications.
PIPE RAMSCHOKEMANIFOLD $2" MIN ADJUSTABLE CHOKE

0
TO MUD/GAS SEPARATOR
OR PIT BLIND RAMS

A 3" MINIMUMRATED I O
5000 PSIG

3" 2" KILL LINE

BLEED LINETO PIT 3" DIAMETER
,

CASING
2' MINIMUM ANG

SPOOL 11" 5'000PSIG

TOMUT)/GASSEPARATOR ADJUSTABLE CHOKE
OR
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EOG RESOURCES, INC.

CWU #811-25
LOCATED IN UINTAII COUNTY, UTAH

SECTION 25, T9S, R22E, S.I .B.&M.

LOCA ION S KE

CORNE

PHOTO: VIEW FROM CORNER #5 TO I OCATION STAKU CAMERA ANGLE: NORTHWESTERLY

PIIOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: SOUTHEASTERLY

ng LOCATKÅPHOTOS 1 1 29 0 1 moro
85 South 200 East Vernal, Utah 84078 *""" "^Y "

-Since 1964 - 435-789-1017 uels@uclsinc.com 'IAKENHY:DA. DRAWNBY:P.M.



EOG RESOURCES, INC. É
LOCATION LAYOUT FOR

4, CWU #811-25
SECTION 25, T9S, R22E, S.L.B.&M.

1974' FSL 1929' FL
"' E-71.5'

. R 19. J'
Topso// Stockp//e

SCALE: 1" = 50'

65
Sa J+25

DATE: 12-3-01 Round Corners
Drawn By C:G. Io as needed

Approx.
Top of
Cut Slope

Approx.NO7E: Toe ofF/are Pit is to Fill Slopebe located a min.
of 100' from the .

. ggmuyWell Head 30 Ryg

. Pit Tcpso;7 PIPE RACKS

6BENCH
29 6

HOUSE
135' 4¿n. Û

C-2J.8
-

(bim. pit)
Pit capacitY PUMPMth 2' of - en
Freeboard /s ---- z

± 12,250 Obig. . MUD SHED TOlt.C

HOPPER

POWER
RESERWEP/75

(12° Deep)
TOOLS

FUEL

STORAGE
Sta. 0+16 TR SH TAN

20' WDE BENOV

El J/.4' -

E/. 29.9
, El. 21.9'C-12.6' ¯¯U

(htm. pit)
¯¯¯

Proposed Access

Dev. Ungraded Ground at Location Stake = 513 .5' ÜINTAH ENGINEERTNG LAND SURVEYING
Bev. Graded Ground at Location Stake = 5130 8' 66 =• 2 x•=* * v•====- • 78 * (436)



EOG RESOURCES, INC.
TYPICAL CROSS SECTIONS FOR rin

x-section CWU #811-25
scale SECTION 25, T9S, R22E, S.L.B.&M.

,, , 1974' FSL 1929' F1!L . e1 = 50

DATE: 12-3-01
Drawn By C.G. '

y -

ST
65' 135'

Finished Grade
Preconstruction

·---..

Grade CUT F/LL

SM. J+25

126 135

Slope= 1 1/2: 1
-- LOCA770N STARE (Ty.)

I II

S M. 1+50 ¯~

, 75 36 135'

CUT ·

126' 135'

CUT F/LL

SM. 0+00

APPROXIMATEYARDAGES
EXCESS MATERIALAFTER

(6") Topsoil Stripping = 1.4]O Cu. Yds. S% COMPACTION = -J,090 Cu. Yds.
Topsoil & Pit Backfill = 3,090 Cu. Yds.Remaining Location = 10,060Cu. Yds. (1/2 Pit Vol.)

TOTAL CUT = 11,490 CU.YDS. EXCESS UNBALANCE = 0 Cu. Yds.
(After Rehabilitation)

FILL = 7980 CU.YDS.
UINTAH ENGINEERING & LAND SURVEYING
86 So. 200 East * VeT•nal. Utah 84078 * (485)



R R v
P P I

22 23
- -
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1 1 6

l.7 MI. +I-

(SEE TOPÕ"B

36 31 «

T9S
T10 S PRorosED LOCATION:

CWU #811-25 o

LEGEND: EOG RESOURCES, INC.
O PROPOSED LOCATION N CwU #811-25

SECTION 25, T9S, R22E, S.L.B.&M.
1974' FSL 1929' FEL

Im Uintah Engineering & Land Surveying T Û POGR A PH I C 11 29 185 South 2OO East Vernal, T.Ttuh 84078 AÍ Â Ë ONTH DAY YEAR(435) 789-1017 * FAX (435) 789-1813
SCALE:1:100,000 DRAWNBY:P.M. SED:



4909 C
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920
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55

94o Gas Welt i soo

M 503
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BM 5132

PROPOSED LOCATI
c

R R
slo?O

r

LEGEND: EOG RESOURCES, INC.
EXISTING RO N OwU #811-25

------------ PROPOSED ACCESSROAD SECTION 25, T9S, R22E, S.L.B.&M.
1974' FSL 1929' FEL

M Uintah Engineering & Land Surveying TOPOGR A PH I C 1 1 1
85 south 200 East Vernal, Utah 84078 Af A Ë DAY YEAR

(435) 789-1017 * FAX (435) 789-1813
SCALE:1"=2000' DRAWNBY:P.M.
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e ROPOS D LOC4TION:

CWU #811-25

LEGEND: EOG RESOURCES, INC.
pf DISPOSAL WELLS WATER WELLs N cwU #811-25
e PRODUCING WELLS ABANDONED WELLS SECTION 25, T9S, R22E, S.L.B.&M.

SHUT IN WELLS - - TEMPORARILY ABANDONED 1974' FSL 1929'





WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/14/2003 API NO. ASSIGNED: 43-047-34101

WELL NAME: CHAPITA WELLS U 811-25

OPERATOR: EOG RESOURCES INC ( N9550 )

CONTACT: ED TROTTER PHONE NUMBER: 435-789-4120

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NWSE 25 0905 220E

SURFACE: 1974 FSL 1929 FEL Tech Review Initials Date

BOTTOM: 1974 FSL 1929 FEL Engineering
UINTAH

NATURAL BUTTES ( 630 ) Geology

LEASE TYPE: 1 - Federal Surface

LEASE NUMBER: U-0285A

SURFACE OWNER: 1 - Federal LATITUDE: 40.00534

PROPOSED FORMATION: MNCS LONGITUDE: 109.38514

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[1] Ind[] Sta[] Fee[]
Unit CHAPITA WELLSt/

(No. NM 2308 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

Water Permit R649-3-3. Exception
(No.49-1501 ) / . .

V Drilling Unit
RDCC Review (Y/N)

Board Cause No:
(Date: ) Eff Date: g,.

Fee Surf Agreement (Y/N) Siting: QLÜ0'ÉÊIta1‡ ousul .

R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: ; p/
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40724F CWild cut
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391 21F CWU 24N

CWU w3 e WI

CMI CWU LXI
413 14N 456 24 , saa 141

sl+23F 463 21F 23F

32723 CWU 44 247 LM
CWil CWU 414 24F + 3 N

CHAPITA WELLS cm NATURAL BUTTES
CWU 34 44 SN

UNIT FIELD

C, cwo

CAUSF 179-8/ B-1 99

NEL MLM

N-kIzmi-Is NE NA
C ON31-2

se m og CAUSEl79-7

| CAUSE19MB wm wi m'
s 956 sotrixMAN

sin sa cANYoN st.)
Neue-su I

,
I * NATURAL BUTTESUNIT

GŒŒD CATHP<II I-L

diCE -

OPERATOR: EOG RESOURCES(N9550)

SEC. 25 TES, R22E

FIELD: NATURAL BUTTES (630)

COUNTY: UINT.UI

CAUSE: 179-8 / 8-10-99 Utah OilGas and Mining
WELLS UNIT STATUS FIELD STATUS

GAS INJECTION EXPLORATORY ABANDONED

GAS STORAGE GAS STORAGE
ACTIVE NNF PP OIL

LOCATION ABANDONED
NF SECONDARY COMBINED

NEW LOCATION PENDING INACTIVE
PLUGGED & ABANDONED PI OIL

PROPOSED
PRODUCENG GAS PP GAS C
PRODUCING OIL PP GEOTHERML

ffORAGE .L.

SHUT-IN GAS PP OIL TERMINATED

SHUT-IN OIL SECONDARY COUNTY BOUNDARY

X TEMP. ABANDONED TERMINATED SECITON LINES
TEST WELL

TOWNSHIP LINES
& WATER INJECTION PREPARED BY: DIANA MASON
+ WATER SUPPLY D ATE: 14-APRIL-2OO3

WATER
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United States Department of the Interior

¯

BUREAU OF LAND MANAGEMENT
Utah State Office
P.O. Box 45155

Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

April 15, 2003

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2003 Plan of Development chapita Wells Unit,
Uintah County, Utah.

Pursuant to email between Diana Mason, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management. The following well is planned for calendar year 2003
within the Chapita Wells Unit, Uintah County, Utah.

Api Number Well Location

(Proposed PZ Manc05)

43-047-34101 Chapita Wells IJnit 811-25 Sec. 25 TO95 R22E 1974 FSL 1929 FEL

Please be advised that there is currently no participating area
for the Mancos Formation within the Chapita Wells Unit.

This office has no objection to permitting the well at this time.

/s/ Michael L. Coulthard

bcc: File - Chapita Wells Unit
Division of Oil Gas and Mining
Agr. Sec. Chron
Fluid Chron



stattof Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

PO Box 145801
Michael O. Leavitt

Governor Salt Lake City, Utah 84114-5801

Robert L. Morgan (801) 538-5340 telephone
Executive Director (801) 359-3940 fax

Lowell R Braxton (801) 538-7223 TTY
Division Director www.nr.utah.gov

April 15, 2003

EOG Resources, Inc.
PO Box 1910
Vernal, UT 84078

Re: Chapita Wells Unit 811-25 Well, 1974' FSL, 1929' FEL, NW SE, Sec. 25, T. 9 South,
R. 22 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-047-3410L

Sincerely,

John R. Baza
Associate Director

pab
Enclosures

cc: Uintah County Assessor
Bureau of Land Management, Vernal District Office

utah!
Where ideas
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Operator: EOG Resources, Inc.

Well Name & Number Chapita Wells Unit 811-25

API Number: 43-047-34101

Lease: U-0285A

Location: NW SE Sec. 25 T. 9 South R. 22 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. In accordance with Order in Cause No. 190-5(b) dated October 28, 1982, the Operator shall
comply with requirements of Rules R649-3-31 and R649-3-27 pertaining to Designated
Oil Shale Areas. Additionally, the operator shall ensure that the surface and/or
production casing is properly cemented over the entire oil shale interval as defined by
Rule R649-3-31. The Operator shall report the actual depth the oil shale is encountered
to the Division.

5. State approval of this well does not supersede the required federal approval, which must be
obtained prior to
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Form 3160-3 PORM APPROVED

(July 1992) UNITED STATES OMBNO, 1004-0136

DEPARTMENT OF THE INTERIOR 5. Lease designation andserialnumber

BUREAIJ OF LANDMANAQEMENT U-0285A
APPLICATION FOR PERMIT TO DRIÇL OR DygPEN 6. If Indian, Allottee or Tribe name

la. TYPE OF WORK
DRILL DEEPEN O 7. UnitAgreement Name

b. TYPE OF WEu, - CHAPITA WELLS UNIT
Oil Gas Single Multiple 0 8. Parm or lease name,wellno.

well weit otier zone zone ÇITAPITAWELLS UNIT811-25
2. Nameof Operator 9. API Well No.

EOG RESOURCES,INC.
3. Addressand Telephone Number 10. Field and pool,orwildcat

P.O. BOX 1910, VERNAL, UT 84978 (435)789-4120 MANCOS "B"
4. Incation of Well (Report locationclearlyandin accordancewith anyState requirements.) 11. Sec.,T., R.,M., or BIK

At surface andsurveyor mea
1974' FSL & 1929' FEL NW/SE SEC.25, T9S,R22E

At proposed gipg. Zone
14. Distance in miles anddirectionfrom nearesttownor post office 12,. Countyor parlsh 13. State

20.14 MILES SOUTHEAST OF OURAY, UTAH UINTAH UTAH
15. Distance from proposed 16. No.of acres in lease 17. No.of acresassignedto thiswell

locanon to nearest 1929' 1800
property orlease line,ft.

(Also to nearest drin.Unitline.If any)
18. Distance ftorn proposed location 19. Proposed depth 20. Rotaryor cabletools

to nearest wou,dr18îng,completed• 10,710' ROTARY
or qpplied for,on thill 19M9,A-

21. Elevations (showwhether DF, RT, GR, etc.) 22. Approx.dateworkwillstart

5130.8 FEET GRADEDGROUND UPONAPPROVAL
73 PROPOJED CASING AND CEidENTING PROGRAM

SIZEOF HOLE GRADE. SIZBOFCASlNG WEIGHTPERFOOT SETTINGDEPTH OUANETYQFCEMENT

17 1/2" H-40 133/8" 48.0# O' - 120' 100-150 SX CLASS "G" + 2%
12 ¼" J-55 9 5/8" 36.0# 120' -- 2800' CaCl2 + ¼ #/SX CELLOFLAKE.

7 7/8" N-80 4 ½" 11.6# 2800' - 10,710' 50/50 POXMIX+ 2%GEL+ 10%
SALTTO 400' ABOVE ALL ZONES

SEE ATTACHMENTS FOR: OF INTEREST (+10%E CESS).
LIGHT CEMENT(11PPG±) +

8 POINT PLAN LCM TO 200' ABOVE04 SHALE
BOP SCHEMATIC OR FRESH WATER INTERVALS
SURFACE USE AND OPERATING PLAN (+5% EXCESS).
LOCATION PLAT
LOCATION LAYOUT
TOPOGRAPHIC MAPS "A", "B", AND "C" EOGRESOURCES, INC. WILLBE THE DESIGNATED
GAS SALES PIPELINE-MAP "D" EM R2OFTHE SUB WED

Pc: UTAH DIVISION OF OIL, GAS, AND MROIG JUN 2 4 2ÊL 2ggg
DIV.0FOIL,G S& MINING

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give data on present productive zo aproposedmewpr4du'
. If

pronosal is to drillor deenen rectionallv. aivenortinent data on subsurface locations and measured and truevertical deoths. Giveblowoutnreventer oromram,if any.

24.

SIGNED ( / TITLE eat DATE April4. 2003

(This space for or
-

NOTICEOFAPPROVAL
PERMIT APPROVAL DATR

Application oval does not or cettify ap icant ds legal or equitable titleto those rights in the subjegtleasewhich would entitlethe applicantto
conduct operations thercon.
CONDITIONS OF AL, AssistantFiekiManager

APPROVED BY TITLE
MineralResources

C T10NSOFAPPROVAL
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Well No.: CWU811-25

CONDITIONSOF APPROVAL
APPLICATIONFORPERMITTO DRILL

Company/Operator EOG Resources Inc.

Well Name &Number CWU #811-25

API Number 43-047-34101

Lease Numben UTU-0285A

Location: NWSE Sec. & TWN: 09S RNG: 22E

Agreement: CHAPITAWELLS UNIT

For more specific details on notificationrequirements, please check the Conditions ofApproval
for Notice to Drilland Surface Use
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COAs Page 2 of6
Well No.: CWU811-25

CONDITIONSOF APPROVAL FOR NOTICETO DRILL

Approvalofthisapplication does notwarrantor certifythat the applicantholds legal or equitable
titleto those rights in the subject lease whichwouldentitlethe applicantto conductoperations
thereon.

Submit an electronic copy of a11logs run on this well in LAS format. This submission will
replace the requirement for submittal of paper logs to the BLM.

Be aware fire restrictions may be in effect when location is being constructedand/orwhen well is
being drilled. Contact the appropriateSurface Management Agency for information.

A. DRILIJNGPROGRAM

1. Estimated Depthat Which Oil,Gas, Water, or Other Mineral egrinqZones are
Expected to be Encoyntered

Report Al water shows and water-bearingsands encountered to John Mayer thisoffice
priorto settingthe next casingstringor requesting plugging orders. Faxed copiesof
State ofUtah form OGC-8-Xare acceptable. Ifnoticeablewater flows are detected,
submitsamples to thisofficealongwithanywater analyses conducted.

All usable water and prospectivelyvaluable minerals(as described by BLMat onsite)
encountered during drillingwillbe recorded by depth and adequately protected. Alloil
and gas showswillbe tested todetermine commercialpotential.

2. Pressure Control Equipment

The BOP and related equipmentshallmeet the minimumrequirementsofOnshore Oil
and Gas Order No. 2 for equipment and testingrequirements, procedures, etc., for a gg
systemand individual componentsshallbe operable as designed. Chart recordersshall
be used for all pressure tests.

Test charts,with individualtest results identified, shallbe maintained on location while
drilling and shall be made availableto a BLMrepresentativeuponrequest.

Ifan air compressor is on location and is being utilizedto provide air for the drilling
medium whiledrilling,the specialdrilling requirements in onshoreOiland Gas Order No.
2, regarding air or gas drillingshall be adhered to. Ifa mist system is being utilizedthen
the requirement for a deduster shall be waived.

3. Casing Program and Auxiliary Equipment

The 13 3/8 in. conductorshall be cemented to surface withneat cement.

Surface casing shallhave centralizerson the bottom three joints,witha minimumof one
centralizerper
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Well No.: CWU 811-25

Inaddition,to thecementing proposal for the surfacecasing,a minimumof 200 ft. of
Class G neat cement shallbe placed from 200 ft. to surface in the 9 5/8" X 13 3/8" -12

1/4" annulus.

As a minimum,the usable watershallbe isolated and/orprotected by having a cement
top for the production casingat least 200 ft. above the base ofthe production casing
shoe, identifiedat ±2,800 ft. Ifgilsonite is encountered whiledrilling, itshall be isolated
and/or protected via the cementing program.

4. Mud Program and CirculatinqMedium

Hazardous substances specificallylisted by the EPA as a hazardous waste or
demonstrating a characteristicof a hazardous waste willnot be used in drilling,testing,or
completion operations.

No chromateadditives willbe used in the mudsystem on Federal and Indian lands
without prior BLMapprovatto ensure adequate protection of fresh water aquifers.

5. Corina. Loggingand Testina Proaram

Dailydrillingand completionprogress reports shallbe submittedto thisofficeon a
weekly basis.

AIIDrillStem tests (DST)shallbe accomplished during daylighthours, unless specific
approvalto start during other hours is obtained from thð AO. However, DSTs maybe
allowedto continueat nightif the test was initiatedduring daylight hours and the rate of
flowis stabilizedand ifadequate lightingis available(ile., lightingwhichis adequate for
visibilityand vapor proof for safe operations). Packers can be released, but tripping
shouldnot begin before daylightunless priorapprovalis obtainedfrom the AO.

A cement bond log (CBL) willbe runfrom the production casingshoe to topof the
cementandshall be utilizedtodetermine the bond qualityfor theproduction casing.
Submit a field copy of the CBL to thisoffice.

Whether the well is completedas a dry hole or as a producer, "WellCompletion and
Recompletion Report and Log"(Form 3160-4) willbe submittednot later than 30 days
aftercompletlonofthe wellor aftercompletionofoperationsbeing performed, in
accordancewith43 CFR 3164. Two copies ofall logs, core descriptions, core analyses,
well-testdata, geologic summaries, sample description, and allothersurveysordata
obtained and compiledduring the drilling,workover, and/orcompletion operations,willbe
filedwith Form 31604. Samples (cuttings,fluids, and/orgases) willbe submittedwhen
requested by the AO.

6. Notifications of Operations

No location willbe constructedor moved, no wellwillbe plugged, and no drillingor
workover equipment willbe removedfrom a well to be placed in a suspended status
withoutpriorapprovalof the AO. Ifoperationsare to be suspended, priorapprovalof
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AO willbe obtained and notificationgiven before resumption of operations.

Operator shallreport production data to MMSpursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills,blowouts, fires, leaks, accidents,or any other unusual
occurrences shall be promptlyreported in accordance with the requirements of NTL-3A
or its revision.

Ifa replacement rig is contemplated for completion operations,a MSundryNotice"(Form
3160-5) to that effectwillbe filed, for priorapprovalof the AO, and allconditions of this
approved plan are applicableduring alloperations conductedwith the replacementrig.
The date on which production is commencedor resumed willbe construedfor oilwells
as the date on which liquidhydrocarbons are first soldorshipped from a temporary
storage facility,such as a test tank,and for which a run ticketis required to be generated
or, thedate on which Ilquid hydrocarbons are first produced into a permanent storage
facility, whichever first occurs;and, for gas wells as the date on which associated liquid
hydrocarbons are first soldor shipped from a temporarystorage facility,such as a test
tank,and for whicha runticketis requiredto be generated or, the date onwhich gas is
first measured throughpermanent meteringfacilities,whichever first occurs.

Should the wellbe successfully completedfor production, the AOwillbe notifiedwhen
the wellis placed in a producing status. Such notificationwillbe sent by telegramor
other writtencommunicátlon,not later than five (5) days followingthe date on which the
well is placed on production.

Gas produced from thiswell maynot be vented or flared beyond an initialauthorizedtest
period of30 days or 50 MMCFfollowingits completion,whichever occurs first, without
the prior writtenapprovalof the Authorized Officer. Should gas be vented or flared
withoutapprovalbeyond the authorizedtest period, the operatormaybe directed to shut-
In the welluntilthe gas can be captured or approval to continueventing or flaringas
uneconomicis granted and the operatorshallbe requiredto compengte the lessor for
that portionof the gas vented or flared withoutapproval which is determined to have
been avoidablylost.

A schematic facilitiesdiagram as required by 43 CFR 3162.7-5(d) shall be submitted to
the appropriateField Officewithin60 days of installationor first production, whichever
occurs first. Allsite securityregulations as specified in Onshore Oil&Gas Order No. 3
shallbe adhered to. All product lines enteringand leaving hydrocarbon storage tankswill
be effectivelysealed in accordance with43 CFR3162.7-5 (1).

No wellabandonment operationswillbe commenced without the priorapproval ofthe
AO. In the case of newlydrilled dry holes or failures, and in emergencysituations, oral
approval willbe obtainedfrom the AO. A "Subsequent Report ofAbandonment" Form
3160-5, willbe filedwiththe AOwithinthirty(30) days followingcompletion of the well for
abandonment. This report willindicate where plugs were placed and the currentstatus
of surface restoration. Finalabandonmentwillnotbe approved untilthe surface
reclamation work required by the approvedAPD or approvedabandonmentnoticehas
been completedto the satisfactionof the AO or his representative, or the appropriate
Surface Managing
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7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.
Alloff-leasestorage, off-leasemeasurement,or comminglingonlease or off-leasewill
have priorwrittenapprovalfrom the AO.
The oil and gas measurement facilitieswillbe installed on the well location. The oiland
gas meters willbe calibrated in place prior to any deliveries and tested for meter
accuracyat least quarterly thereafter. The AOwillbe providedwitha date and time for
the initial meter calibrationand allfuture meter proving schedules. A copy ofthe meter
calibration reports willbe submitted to the Vemal DistrictOffice. Allmeter measurement
facilitieswillconform withOnshore Oil &Gas Order No. 4 for liquid hydrocarbons and
Onshore Oil &Gas Order No. 5 for natural gas measurement.

The use of materials underBLMjurisdictionwillconform to 43 CFR 3610.2-3.

There willbe no deviation from the proposed drillingand/or workover program without
priorapprovalfrom the AO. Safe drillingand operatingpractices must be observed. All
wells, whether drilling, producing, suspended, or abandonedwillbe identifiedin
accordancewith43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) wll\ be filedfor approval for all
changes of plans and other operationsin accordance with43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oiland Gas Royalty Management Act of 1982, as
implemented by the applicableprovisions of the operating regulations at Title43 CFR
3162.4-1(c), requires that "not later than the 5th business day after anywell begins
production on which royaltyis due anywhere on a lease site or allocated to a lease site,
or resumes production in the case ofa wellwhich has been offproduction for morethan
90 days, the operatorshallnotifythe authorizedofficerby letter or sundry notice, Form
3160-5, or orallyto be followedby a letter or sundry notice, ofthe date on which such
production has begun or resumed."

Ifyou fail to complywiththis requirement in the manner and time allowed, you shall be
liable for a civilpenalty of up to $10,000per violationfor each day such violation
continues, not to exceed a maximumof20 days. See Section 109(c)(3) ofthe Federal
Oil and Gas Royalty Management Act of 1982 and the implementing regulationsat Title
43 CFR 3162.4-1(b)(5)(ii).

APD approval is validfor a period ofone (1) year from the signaturedate. An extension
period may be granted, if requested, prior to the expirationof the originalapproval period.

In the event after-hours approvals are necessary, you mustcontact one of the following
individuals:

Ed Forsman (435) 828-7874
Petroleum Engineer

Kirk Fleetwood (435) 828-7875
Petroleum Engineer

BLM FAX Machine (435)
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EPA'S LISTOF NONEXEMPTEXPLORATION AND PRODUCTIONWASTES

While the followingwastes are nonexempt, theyare not necessarilyhazardous.

Unused fracturingfluids or acids
Gas plant cooling towercleaning wastes
Painting wastes
Oiland gas servicecompanywastes, suchas emptydrums, drum rinsate, vacuum truckrinsate,

sandblast media,paintingwastes, spend solvents,spilledchemicals, and waste acids
Vacuum truckand drum rinsate from trucksand drums, transportingor containingnonexempt

waste
Refinerywastes
Liquidandsolidwastes generated by crude oiland tankbottom reclaimers
Used equipmentlubricationoils
Waste compressoroil,flIters, and blowdown
Used hydraulicfluids
Waste solvents
Waste in transportation pipeline-related pits
Caustic or acidcleaners
Boilercleaningwastes
Boilerrefractorybricks

Incinerator ash
Laboratory wastes
Sanitary wastes
Pesticide wastes
Radioactive tracerwastes
Drums, insulationand miscellaneous



9 g
STATEOF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GASANDMINING 5 LEAGËDÈ$10NATIONANDSERIAL NUMBER:

U-0285A

SUNDRY NOTICES AND REPORTS ON WELLS
'AlNDAN,ALLOTTEEORTRIBENAME:

7. UNITorCA AGREEIAENTNAME:
Do notuse His kun far poposals to GM newwels, a griOcanlydeepen mielingwela below cunantbollom de pd%mg isels, odo CHAPITAWELLS UNIT

gill horizontallaterals, UseAPPUCATION FORPERMITTODRILLfarin for suchproposal*.

1. TYPE OF WELL 6. WELLNAMEand NUMBER:
OILWELLO GAS WELL OTHER CHAPITAWELLS UNIT811-25

2. NAMEOFOPERATOR: 9. API NUMOgit
,

EOG RESOURCES, INC. 4304734101
3. ADDRESS OF OPERATOR; PHONE NUMBER 10. FIELDANDPOOL, ORWLDCAT:

P.O. BOX 1910 erry VERNAL 47, UT ZIP 84078 (435) 789-4120 NATURALBUTTES
4. LOCATIONOF WELL

FOOTAGESATSURFACE:1974' FSL 1929' FEL il COUNTY: þlNTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE,MERIDIAN:ÑŸVSE 25 95 22E S STATE:
UTAH

19. CHECK APPROPRIATE BOXESTO INDICATENATUREOF NOTICE, REP0RT, OR 0THER DATA
TYPE OF SUBMISSION TYPEOF ACTION

O ACIDIZE O DEEPEN O Rer==so=^TE CURRENT FORMATION
NOTICEOF INTENT

(Sdnit in Duplicale) ALTERCASING O FRACTURETREAT SDETRACK TOREMR WEU.

=*"-•••••""- O CMG REMR O NEW CONSTRUCDON TEMPORARILYABANDON

CHANGETOPREW P ANS OPENATOR CHANGE O TUUNGREMR

O CHANGETU- O PLUGANDABANDON VENT OR FLARE

O SUBSEQUENTREPORT 0 CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(Submit OriginalForm Only)

O CMANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF
Date afwork completiort

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE O OTHER:

O CONVERTWELLTYPE O RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSEDORCOMPLETEDOPERATIONS.Clearlyshow all pertinentdelails induding dates, depths, volumes, elc.

See attachments for revised drillingprogram and BOP diagram.

RECEIVED

. Accepted by the JUL2 5 2M3
Utah Divisionof

gmd MWW DIV.OFOIL,GAS&MINING

FORRECORDONLY

NAME(PLEASE PRINT) Ed T Aged

SIGNATURE DATE 7/23/2003

(TNs space for Slate use only)

(5/2000) (seeinstructions on Reverse



EIGHT POINT PLAN

CHAPITA WELLS UNIT 811-25
NW/SE,SEC. 25,T9S, R22E, SL.B.&M.

UINTAH COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

FORMATION DEPTH (KB)
Green River 1,61l'
Wasatch 4,600'
Island 7,040'
KMV Price River 7,220'
KMV Price River Middle 7,802'
KMV Price River Lower 8,550'
Bit Trip Sego 8,942'
Sego 9,002'
KMV Castlegate 9,175'

EST. TD: 9125 Anticipated BHP 4000 PSI

3. PRESSURE CONTROL EQUIPMENT: BOP Schematic Diagram attached.

4. CASING PROGRAM:
RATING FACTOR

HOLE SIZE INTERVAL LENGTH §I_E WEIGHT GRADE THREAD COLLAPSE BURST TENSILE
12 ¼" O' -250'+& KB 250' +/- 9 5/8" 36.0 # J-55 ST&C 2020 PSI 3520 PSI 394,000#

6 1 "
700 -nTOD+//-DO 2 ' +//

4 /2"
23 # J 550 LST&CC 375200PSSI 74738600PSSI 232133,00000#

All casing will be new or inspected.

5. Float Equipment:

Surface Hole Procedure (0-250'BelowGL)
Guide Shoe
Insert Baffle
Wooden wiper plug
Centralizers: 1 -- 5-10' above shoe, everycollar for next 3 joints(4 total).

Intermediate Hole Procedure (250' - 2700'):
(PDC drillable)
Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 5* jointto surface (15 total.)

Production Hole Procedure (2700'-TD'):
FS, 1jointof casing, FC, and balance of casing to surface. Run 11.6#,N-80 burst rating or equivalent
marker collars or short easing jointsat ± 7,220' (Top of Price River) and ± 4,200' (400' above the
Wasatch) (alter depth if needed to avoid placing acrossany potentially- 5.

8 point plan-EOG
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EIGHT POINT PLAN

CHAPITA WELLS UNIT 811-25
NWISE,SEC. 25, T98, R22E, S.L.B.&M.

UINTAH COUNTY, UTAH

Float Equipment Production Hole Procedure (2700'-TD')(Continued):
productive intervals). Centralize 5' above shoe on joint#1, top of joint#2, then every 2nd joint
to 400' above Island top (50 total). Thread lock FS, top and bottom of FC, and top of 2ndjOint.

6. MUD PROGRAM

Surface Hole Procedure (0-250'below GL):
Air - Air Water Mist

Intermediate Hole Procedure (250' - 2700'):
Spud - 5000': Circulate fresh water throughreserve pit and add Crystal Drill. Sweep with Barazan D

and Barolift.

5000'- 9000': Close in pits and add 6 ppb DAP. Add Crystal Drill to keep water clear. Add NaCl water
for weight. Sweep with Barazan D and Barolift

9000' - TD: Close in pits and add 6 ppb DAP. Add Crystal Drill to keep water clear. Add barite for
weight. Add sea mud for viscosity as needed. Sweep with Barazan D and Barolift

Production Hole Procedure (2700'-TD):
Spud - 5000': Circulate fresh water through reservepit and add Crystal Drill. Sweep with Barazan D

and Barolift.

5000'- 9000': Close in pits andadd6 ppb DAP. Add Crystal Drill to keep water clear. Add NaCl water
for weight. Sweep with Barazan D and Barolift

9000' - TD: Close in pits and add 6 ppb DAP. Add Crystal Drill to keep water clear. Add barite for
weight. Add sea mud for viscosity as needed. Sweep with Barazan D and Barolift

7. VARIANCE REQUESTS:

A. EOGResources, Inc. requests a variance to regulations requiring a straight run blooie line (Where
possible, a straight run blooie line will be used).

B. EOG Resources, Inc. requests a variance to regulations requiring an automatic ignitor or
continuous pilot light on the blooie line. (Not required on aerated water system).

B. EOGResources, Inc. requests a variance to regulations requiring the blooie line to be 100' in length.
To reduce location excavation, the blooie line will be 75' in length.

8 point plan-EOG



EIGHT POINT PLAN

CHAPITA WERS UNIT 811-25
NWISE, SEC.25, T98, R22E, S.L.Ba&M.

UINTAH COUNTY, UTAH

8. EVALUATION PROGRAM:
Logs: Schlumberger Platform Express TD - Surface Casing, with Di-pole Sonic from TD to surface in 1

run. Rotary sidewall cores as needed and based upon results from first log run.

9. CEMENT PROGRAM:

Surface Hole Procedure (0-250'Below GL)

Lead: 200 sx. (100% excess volume) Class 'G' cement with 2% S001 (CaCl2) & 0.25pps D29
(cellophane flakes),mixed at 15.8 ppg, 1.18 cu. ft.lsk., 5.22 gps water.

Top Out: Top out with Class 'G' cement with 2% S1 (CaCl2) in mix water, 15.8 ppg, 1.15 cu. ft.lsk.,
4.95 gps via 1" tubing set at 25' if needed.

Interniediate Hole Procedure (250' - 2700'):
Lead: 150 sks. (50% excess volume) Class 'G' lead cement with 5% D44 (Salt), 12%

D20 (Bentonite), 1% D79% (Extender), 0.25% D112 (Fluid Loss Additive), 0.2% D46 (Anti-
Foamer) & 0.25 pps D29 (Cellophane flakes) mixed at 11.0 ppg, 3.91 cu.fl./sk., 24.54 gps water.

Tail: 120 sks. (50% excess volume) 59:50Poz Class "G" cementwith 10% D44 (BWOW), 2% D20
mixed at 14.1 ppg, 1.35 cu.ft/sk., 6.24 gps water.

Production Hole Procedure (2100' to TD)

Lead: 35:65 Poz: Class "G" w/ 4% D20 (Bentonite), + 2% D174 + 0.75% D112 + 0.2% D46 + 0.15%
D13 + 0.25 pps D29, mixed at 13.0ppg, 1.74 cu.ft/sk., 9.05 gps water.

Tail: 50:50 Poz: Class "G" w/ 2% D20 (Bentonite), + 0.1% D46 + 0.075% D800 + 0.2% D167 + 0.2%
D65 + 35% D66, mixed at 14.1 ppg, 1.71 cu.ft/sk., 7.73 gps water.

10. ABNORMAL CONDITIONS:

INTERMEDIATE HOLE (250' BelowGL-2,700')
Potential Problems: Lost circulation below 1600' and minor amounts of gas maybe present

PRODUCTION HOLE (2700'- TD)

PRODUCTION HOLE PROCEDURE (2,700' - TD)
Potential Problems: Sloughing shales and key seat development are possible in the Wasatch

Formation. CO2 contamination in the mud is possible in the Price River (Mesa
Verde).

8 point plan-EOG
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EIGHT POINT PLAN

CHAPITA M¶LLS UNIT 811-25
NWISE, SEC. 5, T98, R22Ë,S.L.B.&M.

UINTAHCOUNTY, UTAH

11. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. Kelly Cock
C. Stabbing Valve
D. Visual Mud Monitoring

12. HAZARDOUS CHEMIÇALS:

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000 pounds
will be used, produced, stored, transported,or disposedof annually in association with the drilling of thiswell.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning quantities,
will be used, produced, stored, transported, or disposedof in association with the drilling of this well.

(Attachment: BOP Schematie Diagram)

8 point plan-EOG



3000 PSIG DIAGRAM

ANNULAR PREVENTOR AND BOTH RAMS ARE 3000 PSIG RATED.
CASING FLANGE IS l1" 3000 PSIG RATED. ROTATING HEAD
BOPE 11" 3000 PSIG

TESTING PROCEDURE: FLOW LINE
1. BOPE's will be testedwith a professional tester to conform to Onshore Order #2 ( )

with retest every 14days.
2. Blind & Pipe rams will be tested to rated working pressure, 3000 psig.

E¯
I

3. Annular preventor will be tested to 50% of working pressure, 1500 psig.
4. Casing will be tested to 0.22 psilft. or 1500 psig. Not to exceed 70% of burst MAR

strength, whichever is greater. PREVENTER
5. All lines subject to well pressure will be pressure-tested to the same pressure as

blind & pipe rams.
6. All BOPE specifications and configurations will meet Onshore Order #2 I

requirements for 3000 psig BOPE specifications.
PIPE RAMS

CHOKE MANIFOLD
2" MIN ADJUSTABLE CHOKE

I I
TO MUD/GAS SEPARATOR
OR PIT BLIND RAMS

A 3" MINIMUM RATED O
3000 PSIG03"MINIMUM LL LINE

BLEED LINE TO PIT 3" DIAMETER

CASING

2" LANG
SPOOL 11" 3000 PSIG

TO MUD/GAS SEPARATOR ADJUSTABLE CHOKE
OR
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008 CONFllENR

DIVISION OF OIL, GAS AND MINING

SPUDDINGINFORMATION

Name of Company: EOG RESOURCES INC

Well Name: CHAPITA WELLS U 811-25

Api No: 43-047-34101 Lease Type: FEDERAL

Section 25 Township 09S Range 22E County UINTAH

Drilling Contractor CRAIG'S SERVICES RIG # AIR

SPUDDED:
Date 08/11/03

Time NOON

How ROTARY

Drilling will commence:

Reported by ED TROTTER

Telephone# 1-435-789-4120

Date 08/11/2003 Signed:



kJrmit.?NALUI.lYLJ. WODUDFVISIONOF DIL, GAS ANDMINING OPERATOR: EOG Resources, Inc. Fim EARLENERUSSELL
ADDRESS: P.O.BOX 250 (801) 359-3940ENTITYACTIONFORM - FoRM 6 BIG PINEY,WYOMING83113

ACTION CURRENT NEW API WELL NAME LOCATION SPUD EFFECTIVE
ND. C. TP RG COUNTY DA

csur
B 99999 43-04 CHAPlTAWELLSUNIT811-25 NWISE 25 95 22E UINTAH 8/11/2003 US

A 99990 2, 434417-34851 NORTH DUCK CREEK 217-28 SE/NW 28 SS 21E UINTAH 8/7/2003 0

µ)S7C

I C>

ACTIONSCODES (See instructions on back of fortnl
A - Establish newenillyfor new wel (single wel only}
B - Add new wel lo existing entity (groupor unitwel) Sigli reC - Remseign welirom one exis1irs entity to mother existing emity Regulatory Analyst 8/25/2003D - Re-assign wel from me eKisiing entity to a new entity Title DateE -Ofter(explain in comments section)

NOTE Use COMMENTsection toexplainwhy each AcGon Code was Meeted. PhDile No. (307)



Form 3160-5
UNI STATES FORM APPROVED(September2001)

DEPARTM F THEINTERIOR Exp a
uta0r

3
,325004

BUREAUOF D MANAGEMENT
-5. Lease Serial No.

SUNDRYNOTICESANDREPORTS ONWELLS U0285ADo not use this form for proposals to drill or to re-enter an 6. If Indian, Allottee or Tribe Narne010 abandonedwell.Use Form 3160-3 (APD)for such proposals.

7. If Unitor CA/Agreement, Name and/or No.

1. Type of well P · CHAPITA WELLS UNITO onwell oaswen O Other 8. Well Name and No.
2. Narne of Operator CHAPITA WELLSUNIT 811-25
EOG RESOURCES, INC. 9. API Well No.
3a. Address 3b. Phone No. (include area code) 43-047- 3 Q /
P.O. BOX 250, BIG PINEY, WYOMING83113 (307) 276-4842 10. Field andPool, or Exploratory Area
4. Location of Well (Footage. Sec., T. R.. M. or Survey Description) CHAPITA WELLS/MANCOS
1974' FSL - 1929' FEL (NW/SE) 11. County or Parish, State
SECTION 25, T9S, R22E

UINTAH, UTAH
12.CHECK APPR.OPRIATEBOX(ES) TO INDICATE NATURE OF NOTICE,REPORT, OR OTHER DATA

TYPEOFSUBMISSIOÑ TYPEOFACTION

O Acidize Deepen Q Production (Start/Resume) O Water Shut-OffO Notice onnte"' O Alter casing O Practure Treat O Reclamation O Well Integrity
Subsequent Report Q Casing Repair O New Construction Q Recomplete O Other SPUD

Q Change Plans O Plug and Abandon Q Temporarily AbandonO Final Abandonment Notice O Convert to Injection Q Plug Back O Water Disposal
3. Describe Proposed or Completed Operation (clearlystate all pertinent details, including estimated starting date of any proposed work and approximate duration thereofIf the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones,Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 daysfollowing completion of the involved operations.If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed oncetesting hasbeen completed. Final Abandonment Notices shallbe filed only afterall requirements, including reclamation, have been completed, and the operator hasdetermined that the site is ready for final inspection.)

EOG Resources, Inc. spud 12.1/4" surface hole at the subject location8/11/2003.The constractor was Craig's AirRig. Ed Forsrnan of the Vernal BLMofftce and Carol Daniels of the Utah Division of Oil, Gas & Mining were notified of spud 8/l 1/2003.

14. I hereby certify that the foregoing is true and correct
Name (PrintedlTyped)

KATY CARLSON Title REGULATORY ANALYST

Signature Date AUGUST 25,2003

Approved by (Signature) Name
- --

_-
. _ _

(Printed/Typed) Title
Conditions of approval, if any, are attached. Approval of this notice does not warrant or Office Date
certify that the applicant holds legal or equitable title to those rights in the subject leasewhich would entitle the applicantto conduct operationsthereon,
Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly andwillfully to niake to anydepar EgiVEOitedStates any false, fictitious or fraudulent statements or representations as to any inatter within its jurisdiction.

(Continued on next page)

DIV.0FOIL,GAS&
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operatorproposed toP&Athe8 5/8"surface casing seton thesubjectwell.The ossingwighe Ipps anda subsurfacemariserwillbe Installedan topofthepipe.

RECElVED

SEP15303
DIV.0( Olt,GAS&MlÑ\
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Accep
Utgi QMalon ActionisNecessar
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STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESouRGES

10 g DIVISIONOF Olt, GAS AND MINING 5 LEASEDESIGNATIONANDSERIAL NUMBER:
U-0285A

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN.ALLØifEEORTytlBENAME:

7. UNITor CA AGREEMENT NAME:
Do notuse tis form for proposals & dni newweis dgnlilowly open adsing weMabelow cment M depth, fuenter plugged weis, or W CHAPITAWELLSUNITdrillhorizontal lateFals. UseAPPUCATION POR PERMITTO DRILLform for such¢rnposais.

1. TYPE OF WELL 8. WELL NAMEand NUMBÊR
OIL WELL GAS WELL OTHER CHAPITAWELLS UNIT811-25

2. NAMEOF OPERATOR: à API NUMBER:

EOG RESOURCES, INC. 4304734101
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIEl..OAND POOL, OR WILDCAT:

P.O. BOX 1910 cry VERNAL STATE UT ,84078 (435) 789-4120 NATURALBUTTES
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1974' FSL,1929'FEL COUWTY: QMTÀÑ

QTRKlTR, SECTION, TOWNSHIP,RMIGE,MERIDIAN: NWSE 20 9$ 226 $ ,
STATE:

UTAN

19. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHERDATA
TYPE OF SUBMISSION TYPE OF ACTION

O NOTICE OF INTENT
Am DEEPEN O MPGAŸORATECURRENT FORMATION

(6****•> 0 ALTERCAGNG FRACTURETREAT SIDETRACKTOREPAIR WELL

as...........« w- CASING REm NEW CONSTRUCTION O TEMPORARILYABANDON

O CHANGE TO PREVIOUSMS OPERATOR CHANGE TM MPNR

O CHANGETUBING PLUGANDABANDON O VENTORAME

SUBSEQUENT REPORT O CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(sutunitOriginalFom10nly)

O CHANGEWELLSTATUS O PRODUCTION(STARTIRESUME) WATER SHUT-OFF
Date af work complellen:

O COMMINGLEPRODUCING FORMADONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBEPROPOSEDORCOMPLETEDOPERATioNS.Clearly showallpertinent delallsincludingdates, depths, volumes, etc.

On September 20, 2003, the subjectwell was plugged by running150' of 1" pipe down the 8 5/8" surfacecasing and pumping
50 SX of Class "G"cement down the 1" (10.3 BBLs). Mixedcement @15.8 ppg w/ yield of 1.15 cf/sx . Had 2 bbis cement
return to surface. Cut casing off 2 feet below ground level and capped with a 1/4" plate and dry hole markeron top of pipe.

RECEIVED
OCT2 12M

DIV.OFOIL,GAS&MINING

I

NAME(PLEASE PRI d otter TITLE Agent

SIGNATURE DATE 10/3/2003

(INs space for Stale use only)

(&2000) (See instrucions an Reverse
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Form 3160-4 UNITED STATES FORM APPROVED

<^ ** ""3 DEPARTMENTOF THE INTERIOR OMBNo. 1004-0137

BUREAU OF LAND MANAGEMENT Expires:November30, 2000

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. LeaseSerialNo.
U 0285A

l a. Type of Well O oilwell B GasWell O Dry O Other 6. If Indian, Allotteeor Tribe Namc

b. Type of Completion B New Well O Workover O Deepen O Plug Back O Òiff.Resvr.
7. Unit or CA Agteement Name and No.

Other CHAPITAWELLS

2. Name of Operator . Contact: KATYCARLSON 8. LeaseName and WellNo.
EOG RESOURCES, INC. E-Mail:Kathleen_Carlson@EOGResourcesa om CHAPITAWELLS UNIT811-25

3. Address P.O. E)OX250 3a. PhoneNo. (includearea code) 9. API We11No.
BIG PINEY,WY 83113 Ph: 307.276.4842 43-047-34101

4. Location of Well (Repon location clearly and in accordance with Federal reguirements)* 10. Field and Pool,or Exploratory
NATURALBUTTE

At surface NWSE 1974FSL 1929FEL 11. Sec.,T., R., M., or Block and Surve

At top prod intervalreported below NWSE 1974FSL 1929FEL . or Area Sec 25 TBSR22E Mer
SyLB

12. Countyor Parish 13. State
At total depth NWSE 1974FSL 1929FEL UINTAH UT

14. DateSpudded 15. DatcT.D Reached 16. Date Completed 17. Elevations(DF,KB, RT, GL)*

08/11/2003 09/14/2003 . ED & A O Readyto Prod. 5131 GL
09/20/2003

18. Total Depth: MD 225 19. fingBack T.D.: -- - - 20.--DagMe AlagSR: MD --
TVD TVD TVD

21. Type Electric& Other Mechanical LogsRun (Submitcopy of each) 22. Was well cored? @ No Yes (Submitanalysis)

N/A Was DST run? g No Yes (Submitanalysis)
DirectionalSurvey? E No Yes (Submitanalysis)

23. Casingand Liner Record (Reportall strings set in well)

Top Bottom StageCementer No, of Sks. & SlurryVol.
Hole Size Size/Grade Wt. (#lft) Cement Íop* Amount Pulled

(MD) (MD) Depth Type of Cement (BBL)

12.250 9.625 J-55 36.0 , O 236 175

24 Tubing oth

Set (MD) PackerDepth(MD) Size DepthSet (MD) PackerDepthfMD) Size DepthSet (MD) PackerDepth (MD)

25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status

A)
B)
CD)

3 CONfIDENilAL
27. Acid, Fracture, Treatment, Cement Squeeze,þ. gÇmon DECEIVED

Deptþ Interval Amount AndType of Material

Div.0FÔ\L,GAb« IdilNIWS

28. Production - Interval A
Date First Test Hours Test Oîl Gas Water Oil Gravity Gas ProductionMethod
Produced Date Tested Production ßBL MCF BBL Cort, API Gravity

Choke Tbg. Press. Csgs 24 Hr Oil Gas Water Gas Oil Well Status
Site Fing, Press. Rate BBL MCF BBL Ratio

SI

28a. Production- Interval B
Date First Test Hours Test Oil Gas Water Oil Gravity Gas ProductionMethod

Produced Date Tested . Production BBL MCF BBL Corr. API . Gravity

Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas Oil wellStatus
Si2e F1wg. Press. Rate BBL MCF BBL Ratio

(SeeInstructionsand spaces foradditional data on reverse side)
ELECTRONIC SUBMISSION #24911VERIFIED BYTIIE BLM WELL INFORMATION SYSTEM ,

** DRAFT ** DRAFT " DRAFT ** DRAFT ** DRAFT " DRAFT ** DRAFT



• •
28b. Production - Interval C

Date Firsi Test Hours Test Oil Gas Water Oil Gravity Gas ProductionMerbod
Produced Date Tested Production BBI, MCF BBL Corr API Gravity

Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas.Oil Well Status
Size Flwg Press Rate BBL MCF BBL Rano

28c. Production - laterval D
Date Firs: Test Hours Test Oil Gas Water Oil Gravity Gas ProductionMethod
Produced Date Tested Producton BBL MCF BBL Corr.AP1 Gravity

Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas;Oil Well Status
Size FIwg. Press Rate BEL MCF BBL Ratto

SI

29. Dispositionof Gas(Sold,used forfuel vented, etc.)
UNKNOWN

30. Summary of Porous Zoncs (Include Aquifers): 31. Formation(Log)Markers
Showall important zones of porosity and contents thereof: Cored intervalsand all drill-stem
tests, including depth intervaltested, cushion used, time tool open, flowingand shut-in pressures
and recoverics.

Top
Formation Top Bottom Descriptions.Contents,etc. Name

WASATCH 4600 7040 SANDSTONE
ISLAND 7040 7220 SANDSTONE
KMV PRICE RIVER 7220 7802 SANDSTONE
MIDDLEPRICE RIVER 7802 8550 SANDSTONE
LOWER PRICE RIVER 8550 8942 SANDSTONE
SEGO 8942 9175 SANDSTONE
CASTELGATE 9175 9125 SANDSTONE

32. Additional remarks (include plugging procedure):

33. Circle cnclosed attachments:
1 -Legegl-fulWetreq'd) -- ----- -----2.-Geologie -, ---

~---- 3-WReport--- -~¯-- 4. DirectionafSurvey
5. Sundry Notice for plugging and cement verification 6. Core Analysis 7 Other:

34. 1berebycertify that the foregoingand attached informationis completeand correctas determinedfrom all available records (see attached instructions):
Electronic gubmission #24911 Verified by the BLM Well Information Systern.

For EOG RESOURCES, INC., will be sent to the Vernal

Name(please print) KATYCARLSON Title REGULATORYANALYST

Signature (Electronic Submission) Date 11/07/2003

Title 18 U.S.C. Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowinSlyand willfully to make to any department or agency
of the UnitedStatesany false, fictitiousor fradulentstatementsor representationsas to any matterwithin itsjurisdiction;

** DRAFT ** DRAFT ** DRAFT ** DRAFT ** DRAFT ** DRAFT ** DRAFT
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